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Th e Web Se rvice Discovery Architect u r e - all 1 8 versions » 

W Hoschek - Proceedings of the 2002 ACM/IEEE conference on 2002 - 
doi.ieeecomputersociety.org 

... the large base of valuable existing legacy services, preferable no change at all ... 
16] registry, formulated in the Web Service Inspection Language (WSIL) [17], or ... 

Cited by 48 - Related^ - Web Search 

Characteristics of Fire and Explosion in Semiconductor Fabrication Processes 

- all Aversions » 

JR Chen - Process Safety Progress (VOL 21, No.]), 2002 - doi.wiley.com 

... One day, a DopPoly furnace underwent a recipe change. ... It was quickly put out with 

fire extinguishers, and the WSil tool was immediately shut down. ... 

Cited by 3 - Related Articles - Web Search 

A sensitivity analy s is of the prediction of the nitrog en fert il izer requirement o f 
cauhflqwedcrops^^. - all 3 versions » 

C RAHN, A MEAD, A DRAYCOfY, R LILLYWHITE, T SALO - The Journal of Agricultural 
Science, 2001 -journals.cambridge.org 

Page 1. Journal of Agricultural Science, Cambridge (2001), 137, 55-69. # 2001 
Cambridge University Press DOI: 1 0.1 01 7\S0021 859601 001 174 ... 

Cited by 6 - Related Articles - Web Search 

Rationale for choosing the Open Grid Services Architecture - all 2 versions » 
M Atkinson - Grid Computing: Making the Global Infrastructure a Reality, 2003 - 
books.google.com 

... These changes warrant a change in scientific behaviour. ... and interfaces (portTypes) 
of Web services and the Web Services Inspection Language (WSIL) is used to ... 

Cited by 6 - Related Articles - Web Search 

Phase difference measurement system - all 2 versi ons » 
TE Gehrke - US Patent 4,675,614, 1987 - Google Patents 

... proved digital system for providing phase difference ducing a change in the phase 
of that input signal. ... nal, the magnitude, rate of change or other calculation ... 

Cited by 6 - R elated Article s - Web Search 

Regenerative Rare Events Simulation via Likelihood Ratios - all 2 versions » 
S Asmussen, RY Rubinstein, CL Wang - Journal of Applied Probability, 1994 - JSTOR 
... variance of the regenerative likelihood ratio (LR) estimators under such a parametric 
change of measure ... Eo W2I{LX= zETE RI{L>X, tl and E A tiLt>X) WSIL>x) = ILt ... 

Cited by 16 - Related Articles - Web S ea rc h 

Phase dia g rams calculated for Fe-rich Fe-Si-Co and Fe-Si-AI orderin g alloy 
systems - all 3 versions » 

M Fukaya, T Miyazaki, T Kozakai - Journal of Materials Science, 1991 - Springer 

... The experimental evidence de- scribed above has urged us to change the conventional 

concept ... these parameters the exchange energies of the Si-AI system WSil"r(l ... 
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Web services on mobile devices-implementation and ex perience - all 2 

ve rsions » 

SMF Berger, SCNM Raghunath - Mobile Computing Systems and Applications, 2003. 
Proceedings . . . , 2003 - ieeexplore.ieee.org 

... The root WSIL file is located under a well known name and path. ... to another, it may 
move from one administrative domain to another, causing a change in its IP ... 

Cited by 17 - Related Art icles - Web S earch 

AOP for Dynamic Configuration and Management of W eb Services - all 19 

version s » 

B Verheecke, MA Cibran, V Jonckers - Web Services-ICWS-Europe 2003: International 
Conference ICWS . . . , 2003 - books.googie.com 

... discov- ered using decentralised Web Services Inspection Language (WSIL) documents 
[12 ... and management of services without invasively having to change the core ... 

Cited by 57 - Related^ - Web Sea 

Use of Square Mesh in New Eng land's Gr o u ndfishery 

P Averill, H Carr - OCEANS, 1987 - ieeexplore.ieee.org 

... Added to this mechanical improvement in efficiency is a? appxent change in fish 
hhavior ... ere used in the ME study with cocventional dia- Irand wsil ccrrl en&. ... 
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